<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>ML-2919</th>
</tr>
</thead>
<tbody>
<tr>
<td>SPEC NUMBER</td>
<td>196575</td>
</tr>
<tr>
<td>DESCRIPTION</td>
<td>NEG’ATOR Motor Assembly</td>
</tr>
<tr>
<td>SPRING</td>
<td>TYPE 301 HI-YIELD STAINLESS STEEL</td>
</tr>
<tr>
<td>CABLE</td>
<td>.024” DIA UNCOATED STAINLESS STEEL</td>
</tr>
<tr>
<td>BASE</td>
<td>ZINC-PLATED</td>
</tr>
<tr>
<td>DRUMS</td>
<td>CELCON OR NYLON</td>
</tr>
</tbody>
</table>

---

### Technical Specifications

<table>
<thead>
<tr>
<th>SPRING TORQUE (LB-IN)</th>
<th>2.33</th>
</tr>
</thead>
<tbody>
<tr>
<td>CABLE TENSION (LBS)</td>
<td>3</td>
</tr>
<tr>
<td>CABLE LENGTH (IN)</td>
<td>72</td>
</tr>
<tr>
<td>REVOLUTIONS</td>
<td>15</td>
</tr>
<tr>
<td>ENDURANCE (MIN CYCLE)</td>
<td>4500</td>
</tr>
</tbody>
</table>

---

DRAWING FOR REFERENCE ONLY

820 Pennsylvania Blvd, Feasterville, PA 19053  
215-355-6900 p / 215-354-1801 f  
www.ametekhunterspring.com